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In the same manner the error at heavy load-here defined as a load of
approximately 75% of the rated capacity of the meter-shall be determined.
* The average error <f the meter shall then be determined by taking an
average of the error at light load and the error at heavy load, proper ac-
count being taken of the sign of these two errors: Provided, That where
the consumer's connected load does not equal 75% of the rated capacity
of the meter, the full connected load may be considered as heavy load
for the purpose of test. (Filed, secretary state's office-November 8, 1937.)
Rule 15. Meter Accuracy. (a) Creeping. No watt hour meter which
registers on "no load" when the applied voltage is less than one hundred
and ten (110) per cent of standard service voltage shall be placed in service
or allowed to remain in service.
(b) Initial Accuracy Requirements. No watt hour meter shall be placed
in service which is in any way mechanically defective, or which has in-
correct constants or which has not been tested for accuracy of measure-
ment and adjusted, if necessary, to meet these requirements:
Average error not over 2% plus or minus;
Error at heavy load not over 1% plus or minus;
Error at light load not over 2% plus or minus.
(c) Adjustment After Test. Whenever a test made by the utility or
by the Commission on a service watt hour meter connected in its permanent
position in place of service shows that the average error is greater than
that specified above, the meter shall be adjusted to bring the average error
within the specified limits. (Filed, secretary state's office-November 8,
1937.)
Rule 16. Periodic Tests of Meters. Each watt hour meter shall be
tested according to the following schedule, while connected, if practical,
in its permanent position in place of service:
(a) Two and three wire commutating type and mercury type meters,
up to and including 50 amperes rated capacity of meter element shall be
tested at least once every 18 months.
(b) Two and three wire commutating type and mercury type meters of
over 50 amperes rated capacity of meter element, shall be tested at least
once every 12 months.
(c) Two and three wire single phase induction type meters, up to and
including 25 amperes.rated capacity of meter element, shall be tested at
least once every 36 months.
(d) Two and three wire single phase induction type meters of over 25
amperes rated capacity of meter element, shall be tested at least every 24
months.
(e) Self contained polyphase meters, up to and including 50 K.W.
rated capacity, shall be tested at least once every 18 months.
(f) Self contained polyphase meters of over 50 K.W. rated capacity,
shall be tested at least once every 12 months.
(g) Polyphase meters, connected through current transformers or cur-
rent and potential transformers, to circuits up to and including 50 K.W.
rated capacity, shall be tested at least once every 24 months.
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